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Windows 7 configuration for using USB boards of Capitol and Forum consoles.

1. Access to Windows sound control panel, by writing “sound” in Start menu.

Programs (1)
!, Sound Recorder

Control Panel (17)

|-ﬁ| Sound e
% Change seund card Mings

% Change system sounds

'@ Replace sounds with visual cues

H_' Personalization

& Adjust system volume

% Manage audio devices

'@' Change the Marrator voice

@ Hear a tone when keys are pressed
@ View devices and printers

@ Device Manager

[## Find and fix audio playback proklems

o
- See more results

|sound| x| | 'J:-' Shut Down | b

2. On board audio output (described as “Speakers USB Audio CODEC”), right-click on the
board and select “Properties”.

Playback |Remrding | Sounds |Communimﬁons

Select a playback device below to modify its settings:

ouT 12
Drigigram VX882HR Audio Card

VXB82HR Audio Card
V¥E52HR Audio Card

Digigram Y¥352HR Audio Card
Ready

Speakers
USB Audio CODEC

9 Default Device
Configure Speakers

Dizable

QK C |
| [ ance Show Disabled Devices

Show Disconnected Devices

About Software MIDI Synthesizer
Properties %
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3. Then go to “Advanced” tab and change the default format to “16 bit, 48000 Hz (DVD
Quality)”. “Apply” changes and “OK”".

T s D

| General | custom | Levels | Advanced |

Default Format

Select the sample rate and bit depth to be used when running
in shared mode.

[16 bit, 48000 Hz (DVD Quality) o[ Brest |

Exclusive Mode

EE Allow applications to take exclusive control of this device

IE Give exclusive mode applications priority

Restore Defaults

4. On board audio input (described as “Microphone USB Audio CODEC”), right-click on
the board and select “Properties”.

Flayback | Recording |Sour1ds | Cmmunimﬁoﬂsl

Select a recording device below to modify its settings:

IM 1=+2 o
Digigram VX3582HR Audio Card
Ready

IN 3+4
Digigram VX3582HR Audio Card
Ready

g
*2
B IN 5+5
. Digigram VX¥882HR Audio Card
g
4"

m

Ready

IN 7+8
Digigram VE2582HR Audio Card
Ready

Microphone |
USE Audio CODEC
Default Device

Configure Speech Recognition

Set Default || [P s

Show Disabled Devices

Ok | [ Cancel Show Disconnected Devices

Properties I}
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5. Then go to “Advanced” tab and change the default format to “1 channel, 16 bit, 48000
Hz (DVD Quality)”. “Apply” changes and “OK”".

| General I Listen I Levelsl Advanced

Default Format

Select the sample rate and bit depth to be used when running
in shared mode,

[1 ehannel, 16 bit, 43000 Hz (DVD Quality)

Exclusive Mode

Allow applications to take exclusive control of this device

IE Give exclusive mode applications priority

Restore Defaults
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Windows XP configuration for using USB boards of Capitol and Forum consoles.

1. When you connect USB cables to console, audio drivers are automatically installed
(Plug&Play). The devices are named “USB audio device”.

=) Sound, video and game controllers
----- @, audio Coders

----- @, video Codecs

----- @), Legacy Audio Drivers

----- @, Digigram LCMZ20v2

----- @, Digigram PCXIZ4vE

1156 audio device
----- 2 Legacy Video Capture Devices
----- @, Media Control Devices

----- @, Realtek High Definition Audio

2. Once cables are connected, verify that board is assigned as default at Windows level. In

order to do that, go to taskbar, in audio control and select “Adjust audio properties”
option.

Open yolume control
Adjust audio properties

3. When window is opened, check that default device is “USB Audio CODEC".

Sounds and Audio Devices Properties N 2=

Vaolume | Sounds | Fudio I Vaice I Hardwarel

IJSE Audio CODEC
9

~ Device volume

Lo High
[T Mute

¥ Place volume icon in the taskbar

Advanced. .

— Speaker settings

lse the settings below to change individual
spealkcer volume and other settings.

Speaker Volume... | Advanced... |
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4. |If not, go to “Audio” tab and select “USB Audio CODEC” device for Sound playback and
recording.

— Sound playback
Default device:

USE Audio CODELC
Realtek HD Audio output

~ Sound recording
Diefault device:
[USE Audic CODEC

=~

walume... GBlvanced,.

5. Once USB device is predetermined, go to taskbar, in audio control and select “Open
volume control” option.

DB 133

6. When window is opened, “Speaker” name will be shown and “USB Audio Codec” will
appear at the bottom, that means USB device is assigned yet.

i1 Speaker = |0 =i
Cptions  Help
Speaker Wave W Synth CD Player
Balance: B alance: B alance: B alance:
Yolurne: Y alurme; Y alurme; Y alurme;
[ Mute al [~ ute [~ ute [~ ute
USE Audio CODEC
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7. If you want to configure more than one board, go to “Options” menu, then “Properties”,
select Mixer Device to configure and change its options.

Mixer device: |\sp audio CODEC =l

Realtek HD Audio [nput

Realtek HD Audio output

iy Realtek HD Digital input
Flayback

" Fecording

= Miher I j

—Adjuzt volumg

Show the following wolume controls:

Speaker
Wi ave

S Synth
D Player

| k. I Cancel




